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Aktualisierte Prüfprotokolle für SAF Trommelbremsen 

SAF hat die Trommelbremsen der Typen SNK 4218-11S und SNK 4218-11Z nach der Vorschrift ECE R13 Anhang 11 
prüfen lassen.  

Im Rahmen der neuen Typprüfung wird SAF die Trommelbremsen der Typen SNK 4218-11S und SNK 4218-11Z auf 
den SAF-Belag der Qualität 396 xx umstellen. Die jeweilige Prüfprotokoll-Nr. (TDB-Nr.) in der aktuellen Fassung ändert 
sich nicht. Die Umstellung auf die neue Belagqualität erfolgt ab Anfang KW19/04. Bitte beachten Sie, dass durch die 
neue Belagqualität eine Aktualisierung der fahrzeugspezifischen Zulassung notwendig wird. 

Zur leichteren Identifizierung der Achsen werden diese in einer Übergangszeit bis voraussichtlich KW30/04 mit einem 
gelben Anhänger der an der Grundplatte zur Membranzylinderbefestigung angebracht ist, gekennzeichnet. Der Einbau 
der Achsen bzw. Aggregate in das jeweilige Fahrzeuge muss mit identischen Bremsbelägen erfolgen!  

Die aktualisierten Prüfprotokolle können ab sofort im Internet auf der SAF Homepage www.saf-achsen.de abgerufen 
werden oder direkt bei SAF erhältlich. 

Weitere technische Daten können den aufgeführten Gutachten entnommen oder bei SAF angefordert werden. Die 
Gutachten sind ebenfalls bei SAF erhältlich. Bremsberechnungen können direkt von den Bremsenherstellern 
WABCO und KNORR durchgeführt werden. 
 
  
Prüfprotokolle: 
 

Grundtyp 
 
 

Belagqualität Maximal 
zulässige 
Achslast 

Prüflast Prüfprotokoll-Nr. Datum 

SNK 4218-11S SAF 396 xx 9 to 11 to TDB 0381 31.03.2004 
SNK 4218-11Z SAF 396 xx 9 to 11 to TDB 0483 05.04.2004 

 

 
 

New Test Reports for SAF Drum Brakes 
 
SAF drum brakes types  SNK 4218-11S and SNK 4218-11Z have been checked according to the regulation no. ECE 
R13 Annex 11. 

In the course of the new type approval, SAF will convert to the SAF brake linings type 396 xx for the drum brake types 
SNK 4218-11S and SNK 4218-11Z. The corresponding Test Report No.s (TDB) will remain in the present version. The 
changeover will be effected as from week 19/04. Please note that a new vehicle specific homologation is necessary due 
to the new lining type.  

For easy identification these axles will be marked with an yellow hanger attached to the brake cylinder bracket for a 
transitional period until approximately week 30/04. The fitting of axles and suspensions must be with identical brake 
linings within one vehicle. 

The updated test reports can be downloaded from the SAF Homepage www.saf-achsen.de in the internet or can be 
obtained from SAF directly. 

Further technical details can be found in the specified Test Reports or supplied by SAF. The reports can also be 
obtained directly from SAF. Brake calculations can be carried out directly by the brake manufacturers WABCO 
and KNORR. 
 
 
Test Reports: 
 

Type 
 
 

Brake Pad Type Maximum Axle 
Capacity 

Technical 
Capacity 

Test Report No. Date 

SNK 4218-11S SAF 396 xx 9 to 11 to TDB 0381 31.03.2004 
SNK 4218-11Z SAF 396 xx 9 to 11 to TDB 0483 05.04.2004 

 
 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [595.000 842.000]
>> setpagedevice


