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Eftermarknads navkåpor innehåller ett NFC-chip, som ännu inte är registrerat för respektive axel.  
Därför måste NFC-chippet paras ihop med axeln. Detta görs mycket enkelt i bara några få steg.

1.	 Ladda ner den kostnadsfria  
SAF-HOLLAND appen SH Connect. 
Om du ännu inte är registrerad måste 
du registrera dig första gången.

2.	 Välj menyalternativ 
„Support - NFC Registration“

3.	 Välj ‚‘NFC navkåpa‘‘ 4.	 Följ instruktionerna

NFC chippet är redo att användas på SAF-axeln och kan läsa av med de flesta mobiltelefoner som  
är NFC kompatibla och har SH-Connect appen.
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The retrofit kit contains SAF hubcaps including the NFC chips, which are not yet registered on the  
respective axle in the delivery state. Therefore, the NFC chips must be taught to the axles. This is done 
very easily in just a few steps:

1.	 Download the free  
SAF-HOLLAND App SH Connect. 
If you are not yet registered,  
you have to register once.

2.	 Select Menu item  
„Support - NFC Registration“

3.	 Select „NFC hubcap“  
	

4.	 Follow the menu

The NFC chip is already ready for use on the SAF axle and can be read with an NFC-capable end 
device and the SH Connect app.
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